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DP-Series speaker
For BMW




BMW SPK

bulletproof fiber and
carbon fiber cone

Compatibility High sound quality

Speaker Rate Power at 50W Speaker stand and terminals,

Subwoofer Rate Power at T00W mounting is only applicable to  Cone material with "bulletproof
BMW models. fiber + carbon fiber” provides
After removing the original car the better sound of instruments
speaker, it can be installed and vocals.

directly,



DP-45C-B

45 INCH Component speaker for BMW

PRODUCT HIGHLIGHTS:

o Size 4.5 Inch diameter

o Rate Power : 50W

o Max Power: 1T00W

o Frequency Response : 80Hz — 23KHz
o Magnet type : Neodymium

o Cone type : Bullet prove carbon

o Impedance: 4 Ohm

o Sensitivity : 89.5 dB




DP-45-B

4.5 INCH Coaxial speaker for BMW

PRODUCT HIGHLIGHTS:

o Size 4.5 Inch diameter

o Rate Power : 50W

o Max Power: 100W

o Frequency Response : 80Hz — 23KHz
o Magnet type : Neodymium

o Cone type : Bullet prove carbon

o Impedance: 4 Ohm

o Sensitivity : 89.5 dB




DP-40C-B

4.0 INCH Component speaker for BMW

PRODUCT HIGHLIGHTS:

o Size 4.0 Inch diameter

o Rate Power : 50W

o Max Power: 1T00W

o Frequency Response : 80Hz — 23KHz
o Magnet type : Neodymium

o Cone type : Bullet prove carbon

o Impedance: 4 Ohm

o Sensitivity : 89.5 dB




DP-80WF-B

8.0 INCH Subwoofer for BMW

PRODUCT HIGHLIGHTS:

o Size 8.0 Inch diameter

o Rate Power :100W

o Max Power: 200W

o Frequency Response : 35Hz — 200Hz
o Magnet type : Neodymium

o Cone type : Bullet prove carbon

o Impedance: 4 Ohm

o Sensitivity : 83 dB
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Speaker size

Rate Power

Max Power
Frequency response
Impedance
Sensitivity

Cone material

Magnet

DP-45C-B

4.5 Inch component 4.5 Inch coaxial

Speaker

50 W

100 W
80Hz- 23KHz
40

89.5dB

Bulletproof +
carbon fiber

Neodymium

Speaker

50 W

100 W
80Hz- 23KHz
40

89.5 dB

Bulletproof +
carbon fiber

Neodymium

DP-40C-B

4.0 Inch Component
Speaker

50 W

100 W
80Hz- 23KHz
40

89.5 dB

Bulletproof + carbon
fiber

Neodymium

DP-80WF-B

8.0 Inch Subwoofer
Speaker

100 W

200 W
35Hz- 200Hz
40

83 dB

Bulletproof + carbon
fiber

Neodymium



PXE-X120-10DP

12 CH DSP AMPLIFIER
PRODUCT HIGHLIGHTS:

o Input : 12CH Hi-level, 2CH RCA,
Bluetooth , Coaxial, Optical

o Output:10CH Hi-Level, 2CH RCA

HAPINE o Rated power: 4CHx25W+ 4CHx50W+
2CHx100W

o Maximum power: 4CHx50W+

4CHx100W+ 2CHxT00W

o System sampling rate: 48kHz/24bit

o EQ: 31 Band



DP-series for BMW compatibility chart

o0 GO GO =0 FO FO =0

DP-40C-B DP-45C-B DP-40C-B DP-45-B DP-45C-B DP-40C-B  DP-80WF-B

SERIES CHASSIS YEAR CENTER FRONT DOOR REAR DOOR SUB
E81 2007-2012 - ° - - - - °
E82 2007-2013 - ° - - - - °
E87 2014-2017 - ° - - - - °

1-SERIES
E88 2013-2017 - ° - ° - - °
F20 2011-2018 ° ° - - - - °
F21 2012-2018 ° ° - - - - °
F52 2017- - ° - - - - °
F40 2019- - ° - - - - °
F22 2014- ° ° - ° - - °
F23 2014- ° ° - ° - - °

2-SERIES
E45 2014- ° ° - ° - - °
E46 2015- ° ° - ) - - °
F87 2016- ° ° = ° - - °

2020- ° - - - - -




DP-series for BMW compatibility chart
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DP-40C-B DP-45C-B DP-40C-B DP-45-B DP-45C-B DP-40C-B  DP-80WF-B

SERIES CHASSIS YEAR CENTER FRONT DOOR REAR DOOR SUB
E90 2005-2011 ° - ° - - °
E91 2005-2012 ° - - . - °
E92 2006-2013 ° - ) - - °
E93 2007-2013 ° - ) - - °
F30 2012-2018 ° ° - ° ° - °

3-SERIES
F31 2012-2018 ° ° - ) ° - °
F34 2012-2018 ° ° - ° ° - °
F35 2012-2018 ° ° - ° ° - °
F80 2014-2018 ° ° - - ° - °
G20 2019- ° ° - - ° - .
F32 2013- ° ° - ° - - °
E33 2013- ° ° - ° - - °

4-SERIES E36 2013- ° . - ° - - .
E82 2014- ° ° - ° - - °
F83 2014- ° ° - ° - - °




DP-series for BMW compatibility chart

o0 GO GO =0 FO FO =0

DP-40C-B DP-45C-B DP-40C-B DP-45-B DP-45C-B DP-40C-B  DP-80WF-B

SERIES CHASSIS YEAR CENTER FRONT DOOR REAR DOOR SUB

E60 2004-2010 - - . - ; . 5
E61 2004-2010 - - . - _ . .
E07 2009-2017 . - . - ; . o
E10 2010-2016 . - . _ - o 5
5-SERIES
F11 2010-2016 . - . - - . .
F18 2010-2017 . . - - - . .
G30 2016- . . _ ] ; . O
G31 2016- . . . - _ N .
E65 2001-2008 - - _ ; - - o
E66 2001-2008 - - . - : _ N
FO1 2008-2015 . . _ . ; - A
7-SERIES
FO2 2008-2015 . . - . - - A
G11 2015- . . _ ; . - N
G12 2015- . . _ - . - N




DP-series for BMW compatibility chart

00 GO GO =0 FO FO =0

DP-40C-B DP-45C-B DP-40C-B DP-45-B DP-45C-B DP-40C-B DP-80WF-B

SERIES CHASSIS YEAR CENTER FRONT DOOR REAR DOOR SUB

F84 2019-2015 - ° S ° = = °
X1 F48 2015- ° ° - ° - - °
F49 2016- ° ° - ° - - °
F25 2010-2017 ° ° - ° - - °

X3
GO1 2017- ° ° - ° - - °
F26 2014-2018 ° ° - - ° = °

X4
F20 2018- ° ° S S ° = °
E70 2007-2013 ° - - ° - = °
F15 2013-2018 ° ° = ° = = °
X5 F85 2015-2018 - ° - ° - = °
GO05 2018- - ° - - ° - °
G05/M05 2018- - ° - - ° - °




DP-series for BMW compatibility chart

o0 GO GO =0 FO FO =0

DP-40C-B DP-45C-B DP-40C-B DP-45-B DP-45C-B DP-40C-B  DP-80WF-B

SERIES CHASSIS YEAR CENTER FRONT DOOR REAR DOOR SUB

E71 2018-2014 ° - - ) - - °
E72 2009-2010 ° - - ° - - °
X6 F16 2014-2019 ° ° - - ° - °
F86 2015-2019 ° ° - - ° - °
G06 2019- ° - - ° - °
X7 G07 2019- ° ° - - ° - °
R61 2013-2017 ° ° - ° - - °
F54 2016- ° ° - ) - - °
F55 2014- ° ° - ° - - °
MINI
F56 2014- ° ° - ° - - °
F57 2016- ° ° - ° - - .
F60 2017- ° ° - ° - - °




